
Cosmed Group Inc. 2500 Brunswick Ave, Linden, NJ

Basis: 21.9 tpy EtO

ID Description
Model Source 

Type
Emission (lb/year)

Ground Elevation 
(ft)

Stack Height 
Above Ground (ft)

Stack Diameter 

(ft)
1

 Actual flow rate 
(acfm)

Modeled Velocity 
(m/s)

Gas Exit Temp (F)
UTM Coordinate E 

(m)
UTM Coordinate N 

(m)

STCK1 Sterilizer Chamber Vent POINT 34a 60 0.66 7000 103.9 80 566525.84 4499184.64
STCK2 WH Vent 1 HORIZONTAL 56.9b 15 3 16000 11.5 64 566589.85 4499167.50
STCK3 WH Vent 2  HORIZONTAL 56.9b 15 3 16000 11.5 64 566578.72 4499177.31
STCK4 WH Vent 3 HORIZONTAL 56.9b 15 3 16000 11.5 64 566569.53 4499185.42
STCK5 WH Vent 4 HORIZONTAL 56.9b 15 3 16000 11.5 64 566554.22 4499193.51
STCK6 WH Vent 5 HORIZONTAL 56.9b 15 3 16000 11.5 64 566592.21 4499154.33
STCK7 WH Vent 6 HORIZONTAL 95.6b 15 3 26900 19.3 64 566543.15 4499198.80
STCK8 EtO Dispensing  POINTCAP 13.8a 22.3 2.3 4400 5.4 64 566542.74 4499198.22
STCK9 Vacuum Pump Operation POINT 1.36c 23 2.5 5000 5.2 77 566525.17 4499185.16

aEPA estimate
bEPA estimate allocated to each warehouse fan based on flow rate
cEPA estimate, already includes non‐oxidizer air pollution control device operation

Model Default




